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15.9mm TYPE 'X' GYPSUM BOARD

152mm STEEL STUDS (20ga L/240) AT 400mm O.C.
150mm ACOUSTIC BATT INSULATION

15.9mm TYPE 'X' GYPSUM BOARD

15.9mm TYPE X' GYPSUM BOARD

PARTITION ASSEMBLY P4b (1HR FRR - ULC W453):

BREAK LINE ﬂi

15.9mm TYPE X' GYPSUM BOARD

15.9mm TYPE X' GYPSUM BOARD
15.9mm TYPE 'X' GYPSUM BOARD

PARTITION ASSEMBLY P5a (STC 47):

+ 15.9mm TYPE X' GYPSUM BOARD

+  152mm STEEL STUDS (25ga L/240) AT 400mm O.C.
+  150mm ACOUSTIC BATT INSULATION

+ 15.9mm TYPE X' GYPSUM BOARD

PARTITION ASSEMBLY P5b (STC 53):

15.9mm TYPE 'X' GYPSUM BOARD

152mm STEEL STUDS (20ga L/120) AT 400mm O.C.
150mm ACOUSTIC BATT INSULATION

15.9mm TYPE X' GYPSUM BOARD

15.9mm TYPE X' GYPSUM BOARD

PARTITION ASSEMBLY P5c (STC 47):

15.9mm TYPE X' GYPSUM BOARD

152mm STEEL STUDS (20ga L/240) AT 400mm O.C.
150mm ACOUSTIC BATT INSULATION

15.9mm TYPE 'X' GYPSUM BOARD

PARTITION ASSEMBLY P5d (STC 47):

+  15.9mm TYPE X' GYPSUM BOARD

+ 92mm STEEL STUDS (25ga L/240) AT 400mm O.C.
+ 90mm ACOUSTIC BATT INSULATION

+ 15.9mm TYPE X' GYPSUM BOARD

PARTITION ASSEMBLY P5e (STC 53):
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ABBREVIATION LEGEND ABBREVIATION LEGEND ARCHITECTURAL SYMBOLS GENERAL NOTES CONSTRUCTION ASSEMBLIES LEGEND
f\g’H ﬁmgfvoEUR mlizz m;E\fli%NL”E\IE GRID LINES GRID NUMBER OR
LETTER DESIGNATION 1. PERFORM ALL WORK IN ACCORDANCE WITH THE NATIONAL EXTERIOR WALL TYPES ROOF TYPES
AFF ABOVE FINISH FLOOR M MIRROR BUILDING CODE 2020. A A
ALT ALTERNATE MIN MINIMUM 2. DO NOT SCALE DRAWINGS. THE CONTRACTOR SHALL WALL ASSEMBLY EW1: w BASIC ROOF ASSEMBLY R1:
ALUM ALUMINUM MISC MISCELLANEOUS VERIFY ALL DIMENSIONS AND NOTIFY ARCHITECT OF ANY *  METAL CLADDING AS PER'SCHEDULE AND ELEVATIONS +  2PLY SBS ROOFING, TORCHED™TO
ANOD ANODIZED . MILLIMETERS 4+ — DISCREPANCIES BEFORE PROCEEDING WITH THE WORK. +  HORIZONTAL 19x89 STRAPPING @ 400 O.C. «  76mm STONEWOOL INSULATION WITH A RIGID SURFACE
3. ARCHITECTURAL DRAWINGS TO BE READ IN CONJUNCTION « VERTICAL 38x89 STRAPPING @ 600 O.C. IMPREGNATED WITH A BITUMEN LAYER, ADHERED TO
APPROX APPROXIMATE MR MOP RACK
‘ WITH STRUCTURAL, MECHANICAL, ELECTRICAL, INTERIOR FASTENED TO OUTER CHORD OF LARSEN TRUSS « 200mm (2-100mm) POLYISOCYANCURATE, ADHERED TO
BD BOARD MS MOP SINK DESIGN, CIVIL AND LANDSCAPE DRAWINGS. CONTRACTOR +  SELF ADHERED WEATHER BARRIER - VAPOUR PERMEABLE +  SELF ADHERED AIR/VAPOUR BARRIER MEMBRANE
BF BARRIER FREE MW MICROWAVE EXISTING GRID \ TO NOTIFY ARCHITECT OF ANY CONFLICTS OR +  16mm EXTERIOR GRADE PLYWOOD + 19mm EXTERIOR GRADE PLYWOOD SHEATHING
BLDG BUILDING NIC NOT IN CONTRACT DISCREPANCIES. +  300mm DEEP LARSEN TRUSS @ 600 O.C. +  38mm T&G WOOD DECKING, CLEAR FINISH
BLKG BLOCKING NO. (#) NUMBER 0 4. ALL WORK TO BE PERFORMED IN ACCORDANCE WITH GOOD INNER CHORD 38x63 +  SLOPED GLULAM STRUCTURE, CLEAR FINISH
BOT BOTTOM NTS NOT TO SCALE BUILDING PRACTICES. CONTRACTOR TO CAREFULLY 13x305x280mm PLYWOOD GUSSETS @1200 O.C.
INSPECT THE SITE OF WORK AND BE FULLY INFORMED OF OUTER CHORD 38x63 BASIC ROOF ASSEMBLY R2: @@A
C/W COMPLETE WITH oIc ON CENTER ROOM TAG CONDITIONS AND LIMITATIONS. + 300mm SEMI RIGID INSULATION + 2PLY SBS ROOFING, TORCHED™D
CcB CATCH BASIN oD OUTSIDE DIAMETER ROOM NAME —=-ROOM NAME 5. CONTRACTOR TO CONFIRM ALL DIMENSIONS ON SITE AND *  SELF-ADHERED AIR/VAPOUR BARRIER MEMBRANE «  76mm STONEWOOL INSULATION WITH A RIGID SURFACE
CH COAT HOOK 0SB ORIENTED STRAND BOARD —~— ROOM NUMBER IMMEDIATELY REPORT ANY DISCREPANCIES TO THE DESIGN » 16mm EXTERIOR GRADE PLYWOOD SHEATHING IMPREGNATED WITH A BITUMEN LAYER, ADHERED TO
CIP CAST IN PLACE OWSJ OPEN WEB STEEL JOIST -——ROOM AREA TEAM PRIOR TO PROCEEDING. *  140mm STUD WALL; STUDS & SPACING AS PER STRUCTURAL « 200mm (2-100mm) POLYISOCYANCURATE, ADHERED TO
cJ CONTROL JOINT PERIM PERIMETER 6. CONTRACTOR TO CONFIRM ALL ELEVATIONS (INCLUDING * 16mm GYPSUM BOARD, PAINTED +  SELF ADHERED AIR/VAPOUR BARRIER MEMBRANE
L CENTER LINE POLY POLYETHYLENE AREATAG SLAB, LANDSCAPING, CONC. WALLS) ON SITE. REPORT ANY «  19mm TYPE "X" GLASS MAT FACED GYPSUM BOARD
AREA NAME VARIANCES TO CONSULTANT. WALL ASSEMBLY EW1a: +  38mm STEEL DECKING
CLG CEILING PP POWER POLE 150 m2 7. CONTRACTOR TO INSTALL ALL MANUFACTURED ITEMS IN * 89x184mm CEDAR WOBB'FINS AS PER ELEVATIONS, CONNECTION +  SLOPED GLULAM STRUCTURE, CLEAR FINISH
cMU CONCRETE MASONRY UNIT PROJ PROJECTION STRICT ACCORDANCE WITH THE MANUFACTURER'S DETAIL 1/A500
CoL COLUMN PSF PRESSED STEEL FRAME DOOR TAG WRITTEN INSTRUCTIONS AND RECOMMENDATIONS +  SAME ASSEMBLY AS EW1 N MAIN CANOPY ROOF ASSEMBLY R3:
100A DOOR OPENING NUMBER, COMPLETE WITH ALL FASTENERS/CONNECTIONS AS , w + 2PLY SBS ROOFING, TORCHED TO
§8E$ SSE%EETOEUS ED QE\IETEOWEL PISPERSER GENERALLY CORRESPONDS REQUIRED FOR COMPLETE INSTALLATION, ‘-NALI\LAEA'I'SASI_E:\JAI_BAII)YDIIEI\‘IAg;AS” R ULE AND ELEVATIONS + 16mm TYPE "X" GLASS MAT FACED GYPSUM BOARD
EC— orcouimer e b Somcnsrieons ocormarmonos | ! oot marsrueenc g roc R DS
’ ’ ’ ; + VERTICAL 38x89 STRAPPING @ 600 O.C. . 0
CT CHANGE TABLE R RANGE REQUIREMENTS AND INSTALL AS PER APPLICABLE CODES FASTENED TO OUTER CHORD OF LARSEN TRUSS STRUCTURAL SUPPORT WITH A 2% SLOPE
DEG (°) DEGREE RIW REINFORCED WITH CEILING TAG AND LOCAL INSPECTORS. * SOFFIT ASSEMBLY AS NOTED
CEILING TYPE j +  SELF ADHERED WEATHER BARRIER - VAPOUR PERMEABLE
DF DRINKING FOUNTAIN RAD (R) RADIUS 9. PROVIDE MIN. 2% SLOPE FOR ALL EXTERIOR CONC. SLABS .
ACT1] 3000 U.N.O. PROVIDE MINIMUM 2% SLOPE AWAY FROM THE 16mm EXTERIOR GRADE PLYWOOD
DIA (e) DIAMETER RD ROOF DRAIN CEILING HEIGHT BUILDING FOR ALL EXTER oFe GRADING U.N.O. PROVIDE «  300mm DEEP LARSEN TRUSS @ 600 O.C. SECONDARY CANOPY ROOF ASSEMBLY R4:
DIAG DIAGONAL REF REFRIGERATOR MINIVUM 2% SLOPE AWAY FROM THE BUILDING FOR AL INNER CHORD 38x63 (DOUBLE AT FIN LOCATIONS) + 2PLY SBS ROOFING, TORCHED TO
DIM DIMENSION Reff EFFECTIVE R-VALUE : 13x305x280mm PLYWOOD GUSSETS @1200 O.C. « 16mm TYPE "X" GLASS MAT FACED GYPSUM BOARD
e PARTITION TAG EXTERIOR GRADING U.N.O. OR DICTATED BY EXIST. SITE OUTER CHORD 38463 . 16mm EXTERIOR GRADE PLYWOOD SHEATHING
DO DOOR OPERATOR REINF REINFORCED W1 CONDITIONS. CONFIRM WITH CONSULTANT. 300mm SEM RIGIDXINSUL ATION WOOD WEDGES TO FORM A 15% SLOPE
. mm . D70
DP DEEP REQD REQUIRED 10. Wé‘hﬁgggg Lﬁ%ﬁg'ﬁ&g’"ﬂ“g:ﬁ’;ﬁ AlREN AiSRUEMFERD IAO BE + SELF-ADHERED AIR/VAPOUR BARRIER MEMBRANE « 16mm EXTERIOR GRADE PLYWOOD SHEATHING
DRY DRYER (CLOTHES) REV REVISION FLOOR TAG - EACE s MEOT ALGSTUD ORS# ppas ASS(())ngY o 0 + 16mm EXTERIOR GRADE PLYWOOD SHEATHING + 38x184mm JOISTS @ 600mm O.C. AND STRUCTURAL SUPPORT
DS DOWNSPOUT RM ROOM 11, ALL MASONRY WALLS TO EXTEND TO US OF ROOF DECK + 184mm STUD WALL; STUDS & SPACING AS PER STRUCTURAL +  SOFFIT AS NOTED
DW DISHWASHER RO ROUGH OPENING " UNLESS OTHERWISE NOTED * 16mm GYPSUM BOARD, PAINTED
ROOF TAG :
DWG(S) DRAWINGS RTU ROOF TOP UNIT R1 12. DOOR AND WINDOW SIZES ARE NOMINAL. CONTRACTOR TO WALL ASSEMBLY EW2a:
i SAOHEACE o AT AT LEADER p—— o e UPPLIER FOR EXACT SIZES AND ROUGH + 89x184mm CEDAR WOOBPNEAS PER ELEVATIONS, CONNECTION
: DETAIL 1/A500
EIW EACH WAY scw SOLID CORE WOOD @ L A A T A s DILENSION + SAME ASSEMBLY AS EW2
ELEC ELECTRICAL SD SOAP DISPENSER GLAZING TYPE @ BLOCK WALLS BETWEEN THE FRAME AND THE NEAREST FOUNDATION WALL ASSEMBLY FW1:
ELEV (EL) ELEVATION SECT SECTION ADJACENT WALL UNLESS NOTED OTHERWISE. +  50mm CONCRETE FACED RIGID INSULATION TO 610mm BELOW GRADE
EQ EQUAL SIM SIMILAR KEYNOTE TAG @ 14. TO MAINTAIN THE INTEGRITY OF THE FIRE SEPARATION * 150mm RIGID INSULATION
EXP EXPOSED SN SANITARY NAPKIN DISPOSAL BEHIND RECESSED WALL-MOUNTED ITEMS, TYPE 'X' +  WATER PROOFING
EXT EXTERIOR S0G SLAB ON GRADE FLOOR FINISH TAG @ GYPSUM BOARD IN STUD CAVITIES IN METAL STUD «  CONCRETE RETAINING WALL, (PAINTED - INTERIOR FACE)
D FLOOR DRAIN p SPANDREL PANEL PARTSITION AND CORE FILL CONCRETE BLOCK BEHIND ALL FOUNDATION WALL ASSEMBLY FW2:
WALL FINISH -PT-1 ITEMS. :
FDTN FOUNDATION SPEC SPECIFICATION 15. USE TYPE 'X' GWB ON ALL FIRE-RATED GWB PARTITIONS. - 50mm CONCRETE FACED RIGID INSULATION TO 610mm BELOW GRADE
FE FIRE EXTINGUISHER SQ SQUARE TRANSITION STRIP W 16. ALL RATED WALLS SHALL BE CONTINUOUS & FRAMED TO U/S * 150mm RIGID INSULATION
FEC FIRE EXTINGUISHER CABINET SS STAINLESS STEEL OF FLOOR OR ROOF ASSEMBLIES ABOVE UNO. + WATER PROOFING
FL (FLR) FLOOR ST STAINED CASEWORK TAG 1 17. PROVIDE DEFLECTION TRACK @ ALL INTERIOR PARTITIONS * FACE OF CONCRETE SLAB THICKENING
FRAMED TO U/S STRUCTURE.
— — — I O e B e T
FRP FIBER REINFORCED PLASTIC STRUCT STRUCTURAL 19. WHERE MECHANICAL DUCTS AND ELECTRICAL CONDUIT
ill FLOORING TRANSITION STRIP SUSP SUSPENDED DETAIL CALLOUTS SIM PENETRATE FIRE SEPARATIONS OR WALLS WHICH ARE - EACADE CONSTRUCTION AS PER ELEVATIONS S FLOORING AS PER SCHEDULE
= Z00TING SN SYMMETRICAL /1M AL NUMBER CONSTRUCTED TO U/S OF STRUCTURE, PROVIDE
FIRESTOPPING AND SMOKE SEALS AT PENETRATIONS TO +  SELF ADHERED WEATHER BARRIER - VAPOUR PERMEABLE + CONCRETE SLAB ON GRADE AS PER STRUCTURAL
GA GAUGE T8G TONGUE & GROOVE - A802 SHEET ON WHICH MAINTAIN FRR NOTED ON PARTITION TYPES SCHEDULE + 16mm EXTERIOR GRADE PLYWOOD + 20mm UNDER SLAB VAPOUR BARBIER ~BARDAN.BARRIER
GB GRAB BAR T/O TOP OF ‘ DETAIL IS SHOWN PROVIDE SOUND SEALS TO MEET STC RATINGS NOTED ON » 300mm DEEP LARSEN TRUSS @ 600 O.C. (SEE EW1 FOR DESCRIPTION) + 200mm RIGID INSULATION(ENTIRE S A
GF GLASS FILM E TACK BOARD . . PARTITION TYPES SCHEDULE. L R e A 0D SHEATHING * GROUND PREPARATION AS FER
GL GLASS TBD TO BE DETERMINED 20. GYPSUM BOARD IS NOT REQUIRED ON INSIDE FACE OF VOID mm
SPACES UNLESS PART OF A RATED PARTITION ASSEMBLY * 16mm GLASS MAT REINFORCED GYPSUM BOARD
GLULAM GLUE-LAMINATED TOC TOP OF CURB OR STC RATING +  TORCH-ON ROOFING MEMBRANE
GR GRADE T0S TOP OF SLAB 21. WHEN INSTALLING PLUMBING, INSTALL GASKETS AT ALL
GWB GYPSUM WALL BOARD TP TOILET/WASHROOM PARTITIONS EXTERIOR ELEVATIONS SUPPORT CONNECTIONS. PIPES MUST NOT COME INTO N ERIOR PARTITION TYPES
HCwW HOLLOW CORE WOOD TS TEMPERED SAFETY ELEVATION NUMBER DIRECT CONTACT WITH METAL STUDS, METAL SUSPENSION
HD HAND DRYER TTH TOILET TISSUE HOLDER SYSTEMS, OR CONCRETE FLOORS.
Y HOLLOW NETAL oy TELEVISION W SHEET ON WHICH 22 FURR IN ALL EXPOSED MECH. AND ELECT. DUCTS AND PARTITION ASSEMBLY P1: PARTITION ASSEMBLY P6a (STC 53):
HORIZ HORIZONTAL TYP TYPICAL ELEVATION IS SHOWN PIPING WITHIN PUBLIC SPACES. +  15.9mm GYPSUM BOARD + 15.9mm TYPE X' GYPSUM BOARD
23. CONTRACTOR ASSUMES COMPLETE RESPONSIBILITY TO «  152mm STEEL STUDS (25ga L/240) AT 400mm O.C. «  15.9mm TYPE 'X' GYPSUM BOARD
HSS HOLLOW STRUCTURAL SECTION uis UNDERSIDE INTERIOR ELEVATIONS 1 Ref ELEVATION NUMBER ENSURE ALL FIXTURES & EQUIP. SUPPLIED UNDER THIS «  15.9mm GYPSUM BOARD +  152mm STEEL STUDS (25ga L/240) AT 400mm O.C.
HWT HOT WATER TANK UNO UNLESS NOTED OTHERWISE _ o CONTRACT ARE C.S.A. APPROVED. « 150mm ACOUSTIC BATT INSULATION
[HM INSULATED HOLLOW METAL VB VAPOUR BARRIER n? @ «%’ 24. PROVIDE ALL FRAMING / BLOCKING AS REQUIRED TO PARILTQON AGSYSIES“QJBI\/I[YBS,FRD «  15.9mm TYPE X' GYPSUM BOARD
INSUL. INSULATION VD VENDING MACHINE ENSURE PROPER SECUREMENT OF ALL MATERIALS, g mm
T NTEROR VERT VERTICAL SHEET ON WHICH EQUIPMENT, ACCESSORIES, ETC. PROVIDE BACKING FOR + 152mm STEEL STUDS (20ga L/120) AT 400mm O.C. PARTITION ASSEMBLY Péb (STC 53):
1Rt CLEVATIONIS SHOWN ITEMS NOTED AS - IN CONTRACT (1.C.), NOT IN CONTRACT + 15.9mm GYPSUM BOARD + 15.9mm TYPE X' GYPSUM BOARD
JT JOINT VEST VESTIBULE (N.L.C.), AND OWNER SUPPLIED CONTRACTOR INSTALLED » 15.9mm TYPE X' GYPSUM BOARD
LAV LAVATORY W WIDE MILLWORK ELEVATIONS (0.S.C.1.). PROVIDE BLOCKING IN METAL STUD PARTITIONS PARTITION ASSEMBLY P1b: «  152mm STEEL STUDS (20ga L/240) AT 400mm O.C.
LG LONG W/ WITH 1 Ref =——ELEVATION NUMBER BEHIND ALL WALL-MOUNTED ITEMS. ALSO REFER TO +  15.9mm GYPSUM BOARD + 150mm ACOUSTIC BATT INSULATION
m METER W/O WITHOUT MECHANICAL AND ELECTRICAL DRAWINGS. «  152mm STEEL STUDS (20ga L/240) AT 400mm O.C. «  15.9mm TYPE 'X' GYPSUM BOARD
A101~=———SHEET ON WHICH 25. PROVIDE FLASHING OVER ALL EXTERIOR DOORS AND * 15.9mm GYPSUM BOARD
MAX MAXIMUM WC WATER CLOSET ELEVATION IS SHOWN WINDOWS. PARTITION ASSEMBLY Péc (STC 55):
MDF MEDIUM DENSITY FIBERBOARD WD WOOD 26. MAINTAIN INTEGRITY OF THE VAPOUR / AIR BARRIER PARTITION ASSEMBLY P2a (45MIN FRR - ULC W453): + 15.9mm TYPE X' GYPSUM BOARD
MECH MECHANICAL WS WOOD SOFFIT BUILDING SECTIONS MEMBRANE IN THE EXTERIOR WALLS & ROOF STRUCTURE. ¢ 15.9mm TYPE 'X' GYPSUM BOARD ¢ 15.9mm TYPE 'X' GYPSUM BOARD
WWM WELDED WIRE MESH ALL MEMBRANES ARE TO BE CONTINUOUS & HAVE A «  152mm STEEL STUDS (25ga L/240) AT 400mm O.C. «  152mm STEEL STUDS (25ga L/240) AT 400mm O.C.
SIM SIM MINIMUM OVERLAP OF 200mm AT ALL PARAPETS, + 150mm ACOUSTIC BATT INSULATION « 150mm ACOUSTIC BATT INSULATION
SECTION NUMBER FLASHINGS, JOINTS, CHANGES IN DIRECTION, WINDOWS, « 15.9mm TYPE 'X' GYPSUM BOARD « 15.9mm TYPE 'X' GYPSUM BOARD
SHEET ON WHICH DOORS, ETC. « 15.9mm TYPE 'X' GYPSUM BOARD
SECTION IS SHOWN 27. PROVIDE CONTINUOUS ROD AND SEALANT AT ALL PARTITION ASSEMBLY P3 (1HR FRR - ULC W453):
JUNCTIONS OF DISSIMILAR MATERIALS, CONTROL JOINTS * 15.9mm TYPE X' GYPSUM BOARD PARTITION ASSEMBLY P7:
WALL SECTIONS AND OTHER LOCATIONS INDICATED. +  152mm STEEL STUDS (25ga L/240) AT 400mm O.C. +  15.9mm GYPSUM BOARD
28. ALL MATERIALS TO BE PRIMED AND PAINTED U.N.O. +  15.9mm TYPE X' GYPSUM BOARD « 92mm STEEL STUDS (25ga L/240) AT 400mm O.C.
NS 29. MAINTAIN SAFE ACCESS TO ALL REQUIRED EXITS AT ALL
N SECTION NUMBER TIMES. PARTITION ASSEMBLY P3a (1HR FRR - ULC W453); PARTITION ASSEMBLY P7a;
A401 SHEET ON WHICH 30. PAINT ALL EXPOSED STRUCTURE AND MECHANICAL DUCTS. * 15.9mm TYPE 'X' GYPSUM BOARD + 15.9mm GYPSUM BOARD
SECTION IS SHOWN DO NOT PAINT ACOUSTIC DECK. REFER TO FINISH «  152mm STEEL STUDS (25ga L/240) AT 400mm O.C. «  92mm STEEL STUDS (25ga L/240) AT 400mm O.C.
SCHEDULE. + 150mm ACOUSTIC BATT INSULATION « 90mm ACOUSTIC BATT INSULATION
FLOOR ELEVATION 31. PROVIDE MIN 17% SLOPE FOR ALL WINDOW SILLS. * 15.9mm TYPE X' GYPSUM BOARD ;’ ARTITION ASSEMBLY PTh
- 32. CONTRACTOR RESPONSIBLE TO COORDINATE ALL :
‘ b Name ——————FLOORORROOF LEVEL NAME INSTANGES OF DETAILS NOTED AS TYPICAL (TYP.). PARTITION ASSEMBLY P3b (1HR FRR - ULC W453): + 15.9mm GYPSUM BOARD
Elevation =—— VERTICAL ELEVATION ROTATIONAL ORIENTATION OF DETAILS MAY VARY. *  15.9mm TYPE 'X' GYPSUM BOARD ¢ 15.9mm GYPSUM BOARD
33. ALL APPLIANCES ARE SUPPLIED AND INSTALLED BY OWNER +  152mm STEEL STUDS (20ga L/240) AT 400mm O.C. + 92mm STEEL STUDS (25ga L/240) AT 400mm O.C.
NORTH ARROW 34. PATCH AND MAKE GOOD ALL EXISTING AND NEW SURFACES * 150mm ACOUSTIC BATT INSULATION * 90mm ACOUSTIC BATT INSULATION
N DAMAGED DURING THE COURSE OF WORK. * 15.9mm TYPE X' GYPSUM BOARD
35. PROVIDE TYPE 'X' GYPSUM BOARD IN STUD CAVITIES PARTITION ASSEMBLY P8:
BEHIND RECESSED WALL MOUNTED ITEMS TO MAINTAIN PARTITION ASSEMBLY P3c (1HR FRR - ULC W453): ¢ 15.9mm GYPSUM BOARD
INTEGRITY OF REQUIRED FIRE SEPARATIONS. « 15.9mm TYPE 'X' GYPSUM BOARD *  41mm STEEL STUDS (25ga L/240) AT 400mm O.C.
36. PROVIDE ALL FRAMING / BLOCKING AS REQUIRED TO * 152mm STEEL STUDS (20ga L/120) AT 400mm O.C. .
ENSURE PROPER SECUREMENT OF MATERIALS, *  15.9mm TYPE 'X' GYPSUM BOARD PARTITION ASSEMBLY P8a:
EQUIPMENT, ACCESSORIES, ETC. * 15.9mm GYPSUM BOARD
37. ITEMS SHOWN ON THE DRAWINGS, BUT NOT SPECIFIED ARE PARTITION ASSEMBLY P4a (1HR FRR - ULC W453): ¢ 15.9mm GYPSUM BOARD
DRAWING REVISION 15.9mm TYPE 'X' GYPSUM BOARD «  41mm STEEL STUDS (25ga L/240) AT 400mm O.C.

PARTITION ASSEMBLY P9:

SHEAR WALL - REFER TO STRUCTURAL

PARTITION ASSEMBLY P10:

15.9mm GYPSUM BOARD
152mm STEEL STUDS (20ga L/240) AT 400mm O.C.

15.9mm TYPE X' GYPSUM BOARD PARTITION ASSEMBLY P10a:
152mm STEEL STUDS (20ga L/120) AT 400mm O.C. +  15.9mm GYPSUM BOARD
150mm ACOUSTIC BATT INSULATION 15.9mm GYPSUM BOARD

152mm STEEL STUDS (20ga L/240) AT 400mm O.C.
150mm ACOUSTIC BATT INSULATION

PARTITION ASSEMBLY P11 (0 MIN FRR):

15.9mm GYPSUM BOARD
152mm STEEL STUDS (25ga L/240) AT 400mm O.C.
15.9mm GYPSUM BOARD

PARTITION ASSEMBLY P11a (0 MIN FRR):

15.9mm GYPSUM BOARD

152mm STEEL STUDS (25ga L/240) AT 400mm O.C.
150mm ACOUSTIC BATT INSULATION

15.9mm GYPSUM BOARD

15.9mm GYPSUM BOARD

SHAFT WALL PARTITION ASSEMBLY P12a (1HR FRR - ULC W446)

16mm TYPE X' GYPSUM BOARD ON
102mm C-H METAL STUDS AT 400 O.C.
100mm ACOUSTIC BATT INSULATION
25mm SHAFTLINER GYPSUM BOARD

PARTITION ASSEMBLY P13:

15.9mm GYPSUM BOARD
22mm FURRING AT 400mm O.C.

Keyplans

Notes

7 ADDENDUM 01 GV CO 2024.11.15

6 RE-ISSUED FOR TENDER GV CO 2024.09.30

5 ISSUED FOR TENDER GV CO 2024.05.06

4 ISSUED FOR CLASS A PRICING SUBMISSION GV CcO 2024.03.15

3 ISSUED FOR 90% SUBMISSION GV CO 2024.02.07

2 ISSUED FOR 75% SUBMISSION GV CcO 2023.01.23

1 ISSUED FOR DESIGN DEVELOPMENT GV CcO 2022.12.16

Issued & Revision By Appd  YYYY.MM.DD

File Name: N/A Author  Designer Checker  04/12/17
Dwn. Dsgn. Chkd.  YYYY.MM.DD

Permit/Seal

15.9mm TYPE X' GYPSUM BOARD

152mm STEEL STUDS (25ga L/240) AT 400mm O.C.
150mm ACOUSTIC BATT INSULATION

25mm FURRING

15.9mm TYPE 'X' GYPSUM BOARD

15.9mm TYPE X' GYPSUM BOARD

SOFFIT TYPES CEILING TYPES

CANOPY SOFFIT ASSEMBLY C1: ACT-1 - ACOUSTIC CEILING TILE:

+  SUSPENDED 38x89mm WOOD FRAMING +  610mm x 1220mm ACOUSTIC LAY-IN TILE

+  PERFORATED BLACK METAL INSECT SCREEN +  T-BAR SUSPENDED SYSTEM

+  OPEN JOINT 19x89mm CEDAR WOOD SLATS SELECT GRADE AT 108mm O.C.
JOINTS STAGGERED AND UNDER 15DEG; CLEAR FINISH

CANOPY SOFFIT ASSEMBLY C2:
. SUSPENDED 38x44mm WOOD FRAMING
+ 19x89mm WOOD STRAPPING AT 400mm O.C.
+  PERFORATED BLACK METAL INSECT SCREEN ACT-3 - WOOD SLAT SUSPENSION SYSTEM:
« OPEN JOINT 19x89mm CEDAR WOOD SLATS SELECT GRADE AT 108mm O.C. * 300mm WOOD SLAT

JOINTS STAGGERED AND UNDER 15DEG; CLEAR FINISH * SUSPENDED SYSTEM

ACT-2 - ACOUSTIC CEILING TILE (LAB TYPE):
+  610mm x 1220mm ACOUSTIC LAY-IN TILE
+  T-BAR SUSPENDED SYSTEM

EXP - EXPOSED STRUCTURE:
+  PAINTED STEEL DECK
+  PAINTED STRUCTURE

GWB-1 - GYPSUM BOARD CEILING:
+ 16mm GYPSUM BOARD
+  SUSPENSION SYSTEM

EXP-W - EXPOSED STRUCTURE W/ ISOLATED

SUSPENDED ACOUSTIC CEILING TILE:

+  PAINTED STEEL DECK

+  PAINTED STRUCTURE

+  INDIVIDUAL ACOUSTIC TILE SUSPENDED @
VARYING ANGLES
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