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TYPICAL BRANCH A
POWER DUCT BANK

TYPICAL BRANCH B
POWER DUCT BANK

#4/0 AWG BARE COPPER GROUND.  BOND 
TO GROUND ROD AT EACH MANHOLE 

VAULT OR PIECE OF EQUIPMENT.

#4 STEEL REBAR (TYP.) RUN PARALLEL TO DUCTS UNDER 
DRIVEWAY AND WITHING 3000mm OF FOUNDATION.

#4 STEEL ENCIRCLING REBAR, EVERY 4' UNDER 
DRIVEWAY AND WITHIN 10' OF FOUNDATION.

(AS INDICATED) SHED. 40 PVC CONDUIT

190

19
0

CONCRETE MIX (RHO = 55)

75

MAINTAIN MINIMUM 75mm SEPERATION BETWEEN 
POWER DUCT BANKS.  UTILIZE 1'' EP STYROFOAM 

SHEET FOR SEPERATION WHERE REQURIED.

GRADE TO BE RESTORED TO EXISTING OR NEW CONDITION

UNDER ROADWAY, LANES AND WALKWAYS: IMPORTED GRANULAR BACKFILL
• COMPACTED TO 95% MODIFIED PROCTOR DENSITY
• UNDER BOULEVARDS AND EASEMENTS: APPROVED NATIVE BACKFILL 

COMPACTED TO 90% MODIFIED PROCTOR DENSITY.

REFERT TO SPECIFICATIONS FOR FURTHER DETAIL. 

NOTES: 

1. TYPICAL FOR EACH DUCTBANK.  IN ADDITION TO THE POWER CONDUITS 
ILLUSTRATED, PROVIDE THE FOLLOWING UNDERGROUND CONDUITS FROM 
EACH GENERATOR ENCLOSURE TO STUB UP WITHIN THE ELECTRICAL ROOM.  
CONDUITS SHALL BE INCLUDED IN  AS THE DUCTBANK IN ADDITION TO THE 
POWER CONDUITS. 

53mmC - ENGINE START SIGNAL
53mmC - CONTROL CONDUIT
53mmC - FIRE ALARM

75

A A A B B

A A

SPARE COMM / CONTROL CONDUIT

B B
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The Contractor shall verify and be responsible for all dimensions. DO NOT scale the 

drawing - any errors or omissions shall be reported to Stantec without delay.

The Copyrights to all designs and drawings are the property of Stantec. Reproduction or 

use for any purpose other than that authorized by Stantec is forbidden.
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