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CONTRACTOR TO INSTALL SIGN ON FENCE FACING PUBLIC AREAS TO READ "WARNING TREE
PROTECTION ZONE". COLOUR OF SIGN TO PROVIDE STARK CONTRAST TO FENCE FOR EASY

READABILITY

@ 1200mm HT BRIGHTLY COLOURED PLASTIC BARRIER FENCING SUPPORTED BY METAL T-BAR POSTS

@ EXISTING GRADE

DRIPLINE

NOTES:
-ALL BRACING AND SUPPORITS SHALL BE INSTALLED
TO MINIMIZE DAMAGE TO TREE ROOTS
-PROTECTIVE FENCING SHALL REMAIN STANDING
AND IN GOOD CONDITION UNTIL CONSTRUCTION
COMPLETION
-THE CANOPY OF THE TREE SHALL BE PROTECTED TO
THE DRIPLINE, WHERE POSSIBLE
-PROTECTIVE FENCING SHALL BE INSTALLED TO
MAINTAIN A PROTECTED AREA 4000mm RADIUS OUT
FROM TREE TRUNK OR TO DRIPLINE, UNLESS
APPROVED ON SITE BY OWNER'S ENGINEER AND
PROJECT LANDSCAPE ARCHITECT
-NO EQUIPMENT OR CONSTRUCTION MATERIALS ARE
TO BE STORED WITHIN THE TPZ

N -NO ALTERATION OF GRADE WITHIN THE TPZ UNLESS

DRIPLINE

APPROVED BY PROJECT LANDSCAPE ARCHITECT
AND OWNER'S ENGINEER

-NO SOIL, CONSTRUCTION WASTE, OR DEBRIS WILL
BE STORED WITHIN THE TPZ

-NO DISPOSAL OF LIQUIDS WILL OCCUR WITHIN THE

1200mm

4000mm RADIUS |

P7

-THERE WILL BE NO ACCESS FOR VEHICLES,
EQUIPMENT, OR PEDESTRIANS THROUGH THE TPZ.
UNLESS EXPRESSLY PERMITTED FOR THE
MAINTENANCE OF THE TREES WITHIN THE AREA
-SIGNS INDICATING THE TPZ ARE TO BE LOCATED

OR TO DRIPLINE (TYP)

ON THE PROTECTIVE BARRIER FENCING
- PROTECTIVE FENCING REQUIRED FOR ALL TREES
ém OF LIMIT OF CONSTRUCTION

1 TREE PROTECTION FENC

SCALE:

1:50

475mm

@ SITE FUNITURE PER MATERIAL SCHEDULE AND PLANS

@ 125mm DEPTH, POUR IN PLACE CONCRETE

HAND SEED TOP OF CONCRETE WITH FOLLOWING AGGREGATE MIX. SHADES OF BLUE COLOURS.
LIGHTLY BLAST WITH WALNUT HUSKS TO EXPOSE GLOW STONE AND GLASS AGGREGATE.

@ MINIMUM 100mm DEPTH OF 25mm DIAMETER CRUSH AGGREGATE BASE COMPACTED TO 98% SPD
@ COMPACTED SUBGRADE TO 98% SPD

@ SAWCUT OR TOOLED CONIROL JOINT, 1/3 CONCRETE DEPTH, EVERY 1500mm MAX (AS REQUIRED)
@ STEEL MESH REINFORCEMENT

NOIJES:
CONITRACTOR SHALL PROVIDE MOCK-UP(S) OF GLASS AGGREGATE
CONCRETE, AS REQUESTED BY THE PROJECT LANDSCAPE ARCHITECT.
MOCK-UP MUST BE APPROVED BY THE LANDSCAPE ARCHITECT PRIOR TO
ONSITE INSTALLATION.

2 CONCRETE WITH GLASS SEEDING

SCALE: 1:20

STAINLESS STEEL CONCRETE WEDGE EXPANSION ANCHOR BOLTS WITH STAINLESS STEEL NUT AND
WASHER, OR ADHESIVE CONNECTION (HILTI HIT-HY 200 V3)

@ BASE PLAT OR BOLT RECEIVERS ON THE SITE FURNITURE

@ NYLON PAD/GASKET PER MANUFACTURERS RECOMMENDATION

95mm

PLAN - BASE IN GROUND ANCHOR

ISO - BASE IN GROUND ANCHOR NTS.

@ SHRUB BED

(2) concrerE sipEwALK
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ELEVATION

(1) CONCRETE SEAT WALL

WOOD SEAT TOP (REFER TO MATERIALS SCHEDULE)
PROVIDE MANUFACTURER SHOP DRAWINGS FOR APPROVAL
PRIOR TO ORDERING

NOTE: REFER TO LAYOUT PLANS
CONTRACTOR TO PROVIDE SHOP DRAWINGS FOR APPROVAL PRIOR
TO CONSTRUCTION

SECTION

3 CONCRETE TIERED SEATING

SCALE: 1:75

@ SITE FURNITURE PER MATERIAL SCHEDULE AND PLANS

STAINLESS STEEL CONCRETE WEDGE EXPANSION ANCHOR BOLTS WITH

HIT-HY 200 V3)

@ NYLON PAD/GASKET PER MANUFA
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SITE FURNITURE SURFACE MOUNT

STAINLESS STEEL NUT AND WASHER, OR ADHESIVE CONNECTION (HILTI

@ BASE PLATE OR BOLT RECEIVERS ON THE SITE FURNITURE

CTURERS RECOMMENDATION

(5) REINFORCED CONCRETE PER PLANS AND DETALS
v @ SUB-BASE MATERIAL PER SPECIFICATIONS
@ UNDISTURBED EARTH OR COMPACTED SOIL TO 98% SPC

SCALE: 15

BARKMAN BRIDGEWOOQOD SLAB IN CEDAR BROWN

POLYMERIC SAND
TO BE PLACED BETWEEN STEEL WALL AND PAVERS

890MM X 250MM X 5TMM (USE FULL SIZE PAVERS)

(3) ADJACENTSURFACING (REFER TO LAYOUT AND

@ BARKMAN BRIDGEWOOD SLAB CEDAR BROWN 890MM X 250MM X 51MM

() PoLYMERIC SAND

@ GEOTEXTILE

@ COMPACTED SUBGRADE

SCALE:

400mm

1:10

O—%

I @ HARDSCAPING VARIES (REFER TO LAYOUT PLAN) PLANTING PLAN)
o (€) 25mm DIA. COMPACTED GRANULAR 100mm DEPTH COMPACTED TO 98% SPD. ® gfg‘ VEL SUB-BASE COMPACTED TO 98%
@ 98% COMPACTED SUGRADE SUBGRADE COMPACTED TO 98% SPD
890mm
WISHBONE BASE IN GROUND ANCHOR (HBGA-C) 50mm
A
@ COMPOSITE TIMBER TO BRING BENCH TO PAVER LEVEL £ @ | v B 890mm .
M) 5 LT T 2 ]
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! Rage T [ © A =
0T T e T N\ e e ¥
PRI T ET=475mmT T T LA [ 1= NOTE: DETAIL INDICATES INTENT OF PAVER LAYOUT, AND TRANSITIONS BETWEEN PLANT BEDS OR WASHED AGGREGATE
B EXACT LAYOUT TO BE DETERMINED ON SITE.
5 SITE FURNITURE BASE IN GROUND ANCHOR MOUNTING 6 THICKENED CONCRETE EDGE 7 BARKMAN BRIDGEWOOD SLAB 8 BARKMAN BRIDGEWOOD SLAB INSTALLATION
SCALE: 1:15 SCALE: 1:50 SCALE: 1:10
@ SURFACE ROCK GREATER THAN 50mm
@ MUST BE REMOVED
(2) VISUAL ROCK GREATER THAN 50mm
@ MUST BE REMOVED
4000mm g EMBEDDED ROCK GREATER THAN 50mm
3 MUST BE REMOVED
500mm CAST-IN-PLACE CONCRETE RETAINING WALL = p 2
839mm 1822mm 839mm (GRADE 30MPa) RUN W/ 15M @ 300 EW/EF N NSNS _ @ VOLUME OF ROCK IN TOPSOIL NOT TO
300mm 300mm : Dol ; e > o] EXCEED 20%
G (2) 15mm VERTICAL EXPANSION JOINT ° e e e
£ TO BE ALIGNED WITH SIDES OF BENCH o g . @ EMBEDDED ROCK MAY REMAIN
£ . £ £ S annaannaan W sian & o S aaNEuNar==NERNE|
Eg CONCRETE CONCRETE S £ 50mm DIA. WEEPING HOLE e —) VISUAL ROCK WITH GREATER THAN 50% —( ) ( —
2 LANDING LANDING ~ . = CENTERED ON FLAT TOP SEATING WALL SECTIONS g EMBEDDED AND NOT RISING MORE
2 %N } { BENCH, REFER TO SITE FURNISHING SCHEDULE & ] 2% B RSN ENANNENANENAERANAND ;’Zﬁﬁf,ﬁm m ABOVE SURFACE MAY
» 7/ 7O BE CENTERED ON WAL L NENANG IRk Ry S O VISUAL ROCK WITH GREATER THAN 50% VARIES
e - = EESIENSTED §5 == E=plE=f=] ABOVE SURFACE AND GREATER THAN REFER TO LAYOUT PLAN
- | (5) 15mm EXPANSION JOINT e EEEEE T 50mm MUST BE REMOVED e
iﬁ AHAPN (6) 100mm DIA. PERFORATED DRAIN PIPE W/ FILTER SOCK @ (B) SCARIFY AND TILL EXISTING SUBSOIL TO
= = £ QE 2 3 @ 40mm DRAINAGE ROCK WRAPPED IN FILTER FABRIC == EE EEEEEEEE A DEFTH OF 200mm
HEl == (Q JE@ |, EQ EQ S e e O
1% | ‘m‘; 7 7 '| 7 @
— NOTES:
= 75mm COVER FOR CONCRETE FACE IN CONTACT WITH SOIL

SECTION VIEW W/ BENCH TOP

SECTION VIEW A-A W/ NO BENCH TOP

®

ELEVATION VIEW W/ BENCH TOP

- 50mm COVER FOR OTHER CONCRETE FACES (TYP.) U.N.O

- BENCH SEAT HEIGHT TO BE 450mm ABOVE FINISHED GRADE

®

TOP SOIL/ SUBGRADE PREPARATION

11 GRAVEL SURFACING

@ ADJACENT PLANT BED OR LAWN

@ 25mm @ COMPACTED GRANULAR 100mm
DEPTH
COMPACTED TO 98% SPD

25mm & WASHED GRAVEL
100mm DEPTH
COMPACTED TO 96% SPD.

@ ADJACENT HARDSCAPING
@ COMPACTED SUBGRADE

10

SCALE: 1:10

9 CONCRETE SEATING WALL

SCALE:

1:40

@ CONCRETE STAIRS LANDING (REFER TO CAST IN PLACE CONCETE STAIRS WITH RAILING DETAIL)

@ CONCRETE BIKE WHEEL TROUGH

@ 50mm DEPTH APPROVED SHREDDED WOOD MULCH

@ TOPSOIL DEPTH VARIES

@ UNDISTURBED SOIL

25mm DIAMETER COMPACTED GRANULAR 100mm DEPTH

COMPACTED TO 984 spd

@ COMPACTED SUBGRADE

@ ADJACENT HARDSURFACING (REFER TO LAYOUT PLAN)

50mm

L LOOmmb 200mm L
11 1 q

40.00mm

MULCH

BIKE RAMP WHEELING CHANNEL

14

12

SCALE:

1:25

13

SCALE: 1:10

100mm
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10mm @ WASHED AGGREGATE, BINDED WITH ROMPEX PROFI-DEKO, 100mm DEPTH, COMPACTED TO 96% SPD. AGGREGATE TO BE
CONIRASTING COLOR TO CONCRETE

o o

o 083900859005

lp

100mm

WASHED AGGREGATE SURFACING
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SCALE: 1:20
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CONCRETE JOINT DETAIL

@ FOAM BACKER ROD
SIKAFLEX PRIMER ON SIDES OF JOINT
SIKAFLEX 2C SL SEALANT

@ ENSURE MIN 50 COVER OVER
REINFORCEMENT

() smm x 40mm sawcur

(4) REINFORCED CONCRETE PAD

(5) 6 MIL POLY VAPOUR BARRIER

(&) 100mm CRUSHED GRANULAR BASE

NON-WOVEN GEOTEXTILE (CAPABLE OF
TRANSMITTING NOT LESS THAN 50
LITRES/SECONDS/METER2) (ASTMD-4491)

FREE DRAINING GRANULAR FILL
(%) compacte suBGRADE

SCALE:

1:15

SCALE: 1:20

CAST IN PLACE CONCRETE STAIRS. 10M AT 300MM O.C.
WITH ONE 10M AT EACH NOSE.

@ 3mm DEPTH TACTILE WARNING STRIP, TYP.

@ 150mm DEPTH COMPACTED GRANULAR BASE
@ COMPACTED SUBGRADE AS PER SPECS

@ 40mm DIA. BRUSHED STAINLESS STEEL HANDRAIL

@ UNIT PAVER, REFER TO LANDSCAPE PLANS FOR DETAILS

(8) 300mm WIDE CASTIN PLACE CONCRETE RETAINING WALL,

HEIGHT VARIES REFER TO GRADING PLAN
@ 60x30x8 BRUSHED STAINLESS STEEL PLATE
60x80x12 BRUSHED STAINLESS STEEL PLATE
@ 60x165x12 BRUSHED STAINLESS STEEL PLATE

@ CONCRETE PAVING (REFER TO TACTILE WARNING STRIP DETAIL) @ STAINLESS STEEL BOLTS

[ | | | | \ | | | |
Tl |
1 O P
=
PLANVEW S
60mm 8 5
A
600mm 375mm
£ TYP
€
=~
=
@\ 2
: : \\ ﬂq y 4 < 4
JOM AT 300MM T8 205
O.C. EPOXY 100 “572g08 RIS .
oieun || el R
. =S TRRR N L
V3ADHESIVE | |18 /| TR />
2= 1sMBOT < SR . e
OD——1 1 [P o
A== A= T TREEP
1 = A== N
— /L 800mm e HANDRAIL
SECTION —| === NPT TT=1rE ELEVATION
=== g

CAST IN PLACE CONCRETE STAIRS WITH RAILING

@ Stantec

Stantec Architecture Ltd.
202-107 Main Street
Whitehorse, YT Y1A 2A7
Tel: (867) 633-2400
www.stantec.com

Copyright Reserved

The Contractor shall verify and be responsible for all dimensions. DO NOT scale the
drawing - any errors or omissions shall be reported to Stantec without delay.

The Copyrights to all designs and drawings are the property of Stantec. Reproduction or
use for any purpose other than that authorized by Stantec is forbidden.
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SCALE: 1:20
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